TM-14

TM~1

QUATITY CONTROL:

Viscosity, Brookfield (cps)

Viscosity, Cylindrical Vicat, 150 gr
@ 5 secs

Tape Bond
Application

Workability

250,000 to 300,000

25 to 30 min

g _
Equal to

Equal to

10

Standard

Standard

KG2000759

PRODVJCT BULLETIH BULLETIN NO: J 6603
DRYWALL ACCIZSCRY PREMIX TAPING DATE: 9/6,/72
PROCUCIS COMPCUND PAGE: 1of 2
APFEOVALS : PRODUCING PLANLT CANCELS: NEW
SEATTLE DATE:
BULLETIN DESCRIPTION % POUNDS CALLOHS
050 Asbestos 7RF 10 1,66 50
244 Methocel 228 o 4 14
221 Whiting #195 46.53 “1400
251 Mica, AMC 9.97 300
453 Preservative .13 A
Staramic 747 1.66 50
166 Hamaco 277 v 5
130 Efthylene Glycol .66 20 2,0
Water 38,76 1166 140 max
TOTAL 100,00 3009
L
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PRODUCT BULLETTH BULLETIN NO: J 66032
DRYWALL ACCESSORY PREMIX TAPTNG DATE: 9/6/72
PRODUCTS COMPOUND PAGE: 2 of 2
APPROVAI;S : SEATTLE CANCELS: NEW

‘ ' DATE:
PRODUCT SPECIFICATIONS:
Test Method _ .

M-l Viscosity, Cylinder 150 gm @ 5 gec 20 = 23 mm
TM-1A Viscosity, Brookfield, {cps) 275,000 to 300,000
T™-2 pH  {(Beclman meter) 7.5 10 9.0
T™-3 Bord @ 70 F & /0~70% RH 9 - 10

@ 45 F & 70% BH 8.9
TM-Z Slope Checking Sl fissure on heavy end
2 _ TM-5 Open Time @ 65-80 F {mins) T 15 minimum
:’ ™™-5 Open Time @ 100-110 F (mins) 4 minimygm
TM-6 Application No lumﬁs
M7 Workebility (hand or Ames tools) Equal to Standard
TM-9 Shrinkage (cup method} - 26% maximum
TM-10 Edge Cracking Test None
T™-12 Grit (total) 0.05% maxﬂﬁ. Al
Pasaing 80 mesh
T™M-14 Voids Equal to Standard
T™M~18 Water Resistance (minutes) 3 minimum
TM-21 IodIne Test . Dark Blue
KG2000760
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